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ELECTRIFIED WIRE FENCE TYPE I ELECTRIFIED WIRE FENCE TYPE II

ELECTRICAL WIRE ON EXISTING POST
ELECTRICAL WIRE TO FIBERGLASS T-POST

STRAINER POST ASSEMBLY TYPICAL CORNER DETAIL

NOTES:

1. LINE POST INTERVALS ARE BASED ON 1 1/4" x 1 1/4" (32 mm x 32 mm)
  CROSS-SECTION T-POSTS. FOR 1" x 1" (25 x 25 mm) T-POSTS, 

   TO  AND TYPE II INTERVAL FROM 100' TO 90' (30480 mm TO 27432 mm).

2. POST, DIAGONAL STAY, STAY BLOCKS, AND INSTALLATION DIMENSION SAME AS 
  "STRAINER POST ASSEMBLY"; LINE WIRE SPACING SAME AS "LINE PANELS".

3. SEE DWG. 02829-2 FOR ELECTRIFIED WIRE GATE ASSEMBLY.

4. SEE DWG. 02829-3 FOR ENERGIZER ASSEMBLY.

5. THE METRIC CONVERSIONS ARE PROVIDED IN PARENTHESIS FOLLOWING   THE ENGLISH UNITS.

LIVE WIRE

GROUND WIRE

LIVE WIRE FIBERGLASS T-POST/WIRE CONN DETAIL
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6" O x 7'-0" (152 mm x 2134 mm) POST

DIRECTION OF

PULL

DIAGONAL STAY
4" O x 7'-0" 
(1219 mm x 2134 mm)

STAY BLOCK, 3" x 12" x 24"
(76 mm x 305 mm x 610 mm)3'
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LINE WIRE STRUNG BETWEEN TAPS,
INSIDE OF CORNER POST.

9-GAUGE SMOOTH GALV. WIRE
(TYP.) LOOP AROUND POST,
WRAP & STAPLE.

INSULATOR (TYP.)

TAP (TYP.)

STRAINER (TYP.)

LIVE

GROUND

LIVE

LIVE

GROUND

LIVE

TYPE 1 INTERVAL FROM 50' TO 45' (15240 mm TO 13716 mm)


